PRELI M NARY - FOR REVI EW ONLY

NAVSEA
STANDARD | TEM
FY- 05
| TEM NO 009-02
DATE: 29 AUG 2003
CATEGCRY: I

1. SCOPE:

1.1 Title: Reporting of Material Usage Requirenents for Wrk at Naval
Facilities for Environnental Conpliance; acconplish

2. REFERENCES:

2.1 42 USC 7412(b), Cean Air Act, Section 112(b), List of Hazardous Air
Pol | ut ants

3. REQUI REMENTS:

3.1 Submt one legible copy, in hard copy or electronic nmedia, of reports
as follows:

3.1.1 Submt applicable pernits for portable, registered, or renta
em ssion units to the SUPERVI SOR prior to start of work.

3.1.2 Establish a record keeping programto reflect the manner in
which the material records will be nmmintained and submtted to the SUPERVI SOR

3.1.3 Mintain facility specific records to ensure accurate
reporting for all preservation, welding repairs, and fuel consunption for each
i ndi vidual portable internal conbustion engine or portable em ssion unit.
Provi de the SUPERVI SOR sufficient details to track usage of all paints,
sol vents, adhesives, welding rods, and fuel used for each individual portable
i nternal conbustion engines over 50 brake horse power. Report any ot her
material s used which contain chenmicals listed in 2.1.

3.1.4 Mintain current usage records of naterials listed in 2.1.
3.1.5 Negative reports are required.

3.1.6 Reports shall contain the followi ng itens based upon category
of the material.
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3.1.7 Paint, solvent, and adhesive usage records are to be submtted
nont hly and shall include the foll ow ng:

3.1.7.1 Product manufacturer, identification or color

3.1.7.2 Net daily paint usage in gallons, paint application
nmet hod (airless spray, HVLP, brush, or roller) per paint type, ambunt of paint
di sposed as hazardous waste; density of mxed paint; net daily onsite sol vent
usage in gallons used for equi pnent cleaning and surface preparation; net
amount of adhesives in unit of neasure (ounces, quart, gallons or pound)

3.1.7.3 Product naterial safety data sheet (MsSDS), technica
data sheet, VOC certification for paint and non-skid product

3.1.7.4 CGovernnent site location, applicable local Ar
Pol lution Control District (APCD) pernit nunber, date and ship's nane

3.1.8 Abrasive blast grit materials used shall be subnitted nonthly
and shal | incl ude:

3.1.8.1 Manufacturer of abrasive blast grit and MSDS

3.1.8.2 Abrasive blast grit usage certification if required
by the cogni zant state or local authorities

3.1.8.3 Amount and hourly usage of the abrasive blast grit

3.1.8.4 Pernit associated with the abrasive blasting
equi pnent if required by the cognizant state or |local authorities

3.1.9 Welding operation report shall be submtted nonthly and shal
i ncl ude wel ding rod manufacturer, specific product used in welding
application, MSDS, usage in pounds and type of welding application

3.1.10 Portable internal conbustion (IC) engine greater than 50 brake
horse power operation report shall be submitted nmonthly and shall include:

3.1.10.1 Amount of fuel used in gallons and the hours of
operation

3.1.10.2 IC engine permt nunber and site location if required
by the cogni zant state or local authorities

3.2 Submit one legible copy, in hard copy or electronic nmedia, of each
report required by 3.1 to the SUPERVI SOR no | ater than 10 cal endar days after
the end of the nonth throughout the availability.
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4. NOTES:

4.1 Paint and non-skid manufacturer nmay be Aneron, Devoe, International
Aneri can Safety Technol ogy, etc.

4.2 Welding rod may be E316-16, E7018-AL 308-16, etc. |If there is no
Anerican Wel ding Society (AWS) classification assigned, use the product nane
and circle the product on the MSDS.

4.3 Welding application may be Shielded Metal Arc Weld (SMAW, Gas Metal
Arc Wld (GVAW, Flux Core Arc Wl d (FCAW, etc.
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